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7'-7" V.I.F.

EQ. EQ.

2 EQUAL PANELS

EQ. EQ.

2 EQUAL PANELS

REMOVABLE

SECTION FOR

EMERGENCY EXIT

MAN-D-TEC

TRI-FECTA LED

LIGHT

DIRECTION

OF GRAIN

DIRECTION

OF GRAIN

REMOVABLE

SECTION FOR

EMERGENCY EXIT

MAN-D-TEC

TRI-FECTA LED

LIGHT

NEW DOORS, 18-GUAGE

304 STAINLESS STEEL W/

#4 BRUSHED FINISH

NEW DOORS, 18-GUAGE 304 STAINLESS

STEEL W/ #4 BRUSHED FINISH

SEE

SPECIFICATIONS

FOR PANEL, TYP.

ALL ELEVATORS

NOTE: RETAIN

EXISTING ELEVATOR

PLATFORM AND SHELL

NOTE: RETAIN

EXISTING ELEVATOR

PLATFORM AND SHELL

NOTE:

RETAIN EXISTING CAB  FINISHES

ON CUSTODY ELEVATORS #4 AND

#6.  PROVIDE NEW DOORS,

18-GUAGE 304 STAINLESS STEEL

W/ #4 BRUSHED FINISH.

REPAINT EXISTING CAB FINISH ON

ANNEX ELEVATOR #7.  PROVIDE

NEW DOORS, 18-GUAGE 304

STAINLESS STEEL W/ #4 BRUSHED

FINISH.
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1 1/2"

5/8"

1 1/2"

2'-8"
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HANGING

Z-CLIP

CAB SHELL

RECESSED FLAT TRIM,

#4 BRUSHED (SATIN)

STAINLESS STEEL

STAINLESS STEEL

WALL PANEL, BANKER

WIRE DS-9 WOVEN

WIRE MESH

HANGING

Z-CLIP

CAB SHELL

RECESSED FLAT TRIM,

#4 BRUSHED (SATIN)

STAINLESS STEEL

STAINLESS STEEL

WALL PANEL, BANKER

WIRE DS-9 WOVEN

WIRE MESH

HANGING

Z-CLIP

CAB SHELL

RECESSED FLAT TRIM,

#4 BRUSHED (SATIN)

STAINLESS STEEL

STAINLESS STEEL

WALL PANEL, BANKER

WIRE DS-9 WOVEN

WIRE MESH

FRONT RETURN,

18-GUAGE 304

STAINLESS STEEL W/

#4 BRUSHED FINISH

HANGING

Z-CLIP

CAB SHELL

THRU-BOLT

STAINLESS STEEL

WALL PANEL, BANKER

WIRE DS-9 WOVEN

WIRE MESH

HANDRAIL, #4 BRUSHED

STAINLESS STEEL

HANGING

Z-CLIP

CONCEALED

VENT SLOTS

RECESSED FLAT TRIM

BASE, #4 BRUSHED

(SATIN) STAINLESS

STEEL

STAINLESS STEEL

WALL PANEL, BANKER

WIRE DS-9 WOVEN

WIRE MESH

TILE FLOOR, BURKE

TILE

STAINLESS STEEL PAD

BUTTON

STAINLESS STEEL

WALL PANEL, BANKER

WIRE DS-9 WOVEN

WIRE MESH

MAN-D-TEC TRI-FECTA

LED LIGHT

CEILING, #4 BRUSHED

(SATIN) STAINLESS

STEEL
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CAR BRAILLE PLATES

1 1/2" DIAMETER CAST PLATES WITH WHITE CHARACTERS ON

BLACK BACKGROUND.  MEETS ANSI A117.1 70% CONTRAST

REQUIREMENTS.  ADHERED FROM BACK SIDE.  INCLUDES ARABIC

OR N.E.I.I. DESIGNATIONS AND BRAILLE.  EGRESS LEVEL TO BE

INDICATED WITH A STAR TO THE LEFT OF THE CHARACTER PER

THE CURRENT EDITION OF CBC.

HALL BRAILLE PLATES

2 1/2" X 3 1/2" CAST PLATES WITH WHITE CHARACTERS ON BLACK

BACKGROUND.  MEETS ANSI A117.1 70% CONTRAST

REQUIREMENTS.  ADHERED FROM BACK SIDE.  INCLUDES ARABIC

OR N.E.I.I. DESIGNATIONS AND BRAILLE.  EGRESS LEVEL TO BE

INDICATED WITH A 2" DIAMETER STAR TO THE LEFT OF THE

CHARACTER PER CURRENT EDITION OF CBC.

1

FIREFIGHTERS'

OPERATION

SEISMIC

BRAILLE PLATE WITH

WHITE CHARACTERS ON

BLACK BACKGROUND

SWING RETURN

FACEPLATE

ADHESIVE BACKING

BRAILLE PLATE WITH

WHITE CHARACTERS ON

BLACK BACKGROUND

NEW BRAILLE

PLATES BY

ELEVATOR

CONTRACTOR.

SEE 6/A7.02

DOOR OPEN/DOOR

CLOSE BUTTONS

ALARM BUTTON

ILLUMINATED VANDAL

RESISTANT FLOOR BUTTONS

RAISED 

1

8

" PER CALIFORNIA

CODE. SEE 3/A7.02

7
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"
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E
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G

ADHESIVE BACKING

ENTRANCE

FRAME

2
"

CAR POSITION INDICATOR,

CHARACTERS TO BE 

1

2

"

HIGH MINIMUM

TELEPHONE SYSTEM

(E)

ILLUMINATED

HALL POSITION

INDICATOR

LOCATION

(E) HALL POSITION INDICATOR

LOCATION, SIGNAL ELEMENTS

2 

1

2

" X 2 

1

2

" MIN.
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